
■ Stock Items

●：Standard Stock

Shape Description

Dimension(mm)
Stock Grades

CVD Coated

I.C. Thicknes Hole Corner-R Relief
Angle CA

41
15

CA
41
20

CA
40
10

12.70 4.76 5.16
0.4
0.8
1.2
1.6

-
●
●
●
●

●
●
●
●

●
●
●
●

19.05 6.35 7.94
0.8
1.2
1.6

-
●
●
●

●
●
●

12.70 4.76 5.16
0.4
0.8
1.2
1.6

-
●
●
●
●

●
●
●
●

15.875 6.35 6.35 1.2 - ● ●

12.70 4.76 5.16 0.8
1.2 - ●●

●
●
●
●

12.70 4.76 5.16 0.8
1.2 - ●●

●
●
●
●

12.70 4.76 5.16

0.4
0.8
1.2
1.6

-

●
●
●
●

●
●
●
●

●
●
●
●

12.70 4.76 5.16
0.4
0.8
1.2

-
●
●
●

●
●
●

●
●
●

12.70 6.35 5.16 0.8
1.2 - ●●

●
●

12.70 4.76 5.16
0.4
0.8
1.2

-
●
●
●

●
●
●

●
●
●

12.70 6.35 5.16 0.8
1.2 - ●●

●
●

12.70 4.76 5.16 0.8
1.2 - ●●

●
●
●
●

12.70 6.35 5.16 0.8
1.2 - ●●

●
●

12.70 4.76 5.16 0.8
1.2 - ●●

●
●
●

12.70 6.35 5.16 0.8
1.2 - ●●

●
●

12.70 4.76 5.16 0.4
0.8 - ●●

●
● ●

12.70 4.76 5.16 - - ● ●

15.875 6.35 6.35 - - ● ●

12.70 4.76 5.16

0.4
0.8
1.2
1.6
2.0

-

●
●
●
●
●

●
●
●
●
●

●
●
●
●

12.70 4.76 5.16 0.8
1.2 - ●●

●
●

Shape Description

Dimension(mm)
Stock Grades

CVD Coated

I.C. Thicknes Hole Corner-R Relief
Angle CA

41
15

CA
41
20

CA
40
10

12.70 4.76 5.16
0.8
1.2

-
●
●
●
●
●
●

12.70 4.76 5.16
0.8
1.2

-
●
●
●
●
●
●

12.70 4.76 5.16

0.4
0.8
1.2
1.6
2.0

-

●
●
●
●
●

●
●
●
●
●

●
●
●
●

9.525 4.76 3.81

0.4
0.8
1.2
1.6
2.0

-

●
●
●
●
●

●
●
●
●
●

●
●
●
●
●

12.70 4.76 5.16
0.4
0.8
1.2

- ●
●
●
●

●
●
●

9.525 4.76 3.81
0.4
0.8
1.2

-
●
●
●

●
●
●

9.525 4.76 3.81
0.8
1.2

-
●
●
●
●
●
●

9.525 4.76 3.81
0.8
1.2

-
●
●
●
●
●
●

9.525 4.76 3.81

0.4
0.8
1.2
1.6
2.0

-

●
●
●
●
●

●
●
●
●
●

●
●
●
●
●

9.525 4.76 3.81
0.4
0.8

-
●
●
●
●
●
●

12.70 4.76 5.16
0.4
0.8
1.2

-
●
●
●

●
●
●

●
●
●

12.70 4.76 5.16
0.4
0.8
1.2

-
●
●
●

●
●
●

12.70 4.76 5.16
0.8
1.2

-
●
●
●
●
●
●

12.70 4.76 5.16
0.8
1.2

-
●
●
●
●
●
●

12.70 4.76 5.16 0.8
1.2 - ●●

●
●
●
●



■ Stock Items

Shape Description

Dimension(mm)
Stock Grades

CVD Coated

I.C. Thicknes Hole Corner-R Relief
Angle CA

41
15

CA
41
20

CA
40
10

9.525 3.97 4.4 0.8 7°● ●

9.525 3.18 4.5
0.4
0.8

11°
●
●
●
●
●
●

6.35 2.38 2.8
0.4
0.8

7°
●
●
●
●

9.525 3.97 4.4 0.8 7°● ●

Shape Description

Dimension(mm)
Stock Grades

CVD Coated

I.C. Thicknes Hole Corner-R Relief
Angle CA

41
15

CA
41
20

CA
40
10

12.0 4.76 4.2 - 7° ● ●

12.70 3.18 - 0.4
0.8 11°●●

●
●

12.70 4.76 - 0.8
1.2 11°●●

●
●

6.35 3.18 - 0.8 11°● ● ●

9.525 3.18 - 0.8 11°● ● ●

6.35 3.18 - 0.4
0.8 11°●●

●
●

9.525 3.18 -
0.4
0.8
1.2

11°
●
●
●

●
●
●

●：Standard Stock



CA4115/CA4120




